
1” Deep Narrow Width Concealed Fastener Wall Cladding System
Available Materials: Aluminum, Copper, Corten/A606-4, Steel
Available Finishes: Bare Steel, Galvalume®/Zincalume®, Galvanized, PVDF, SMP Painted

Tucson: 4975 E. Drexel Rd., Tucson, AZ 85706
� (520) 574-4247    
� tucsonsales@westernstatesmetalroofing.com

Phoenix: 901 W Watkins St., Phoenix, AZ 85007
� (602) 495-0048    
� sales@westernstatesmetalroofing.com

Texas: 15023 County Rd 545, Nevada, TX 75173
� (972) 843-4343    
� texas-sales@westernstatesmetalroofing.com

Colors represented on this profile sheet may not match actual material. All colors should be verified using an actual metal color sample. 4219-22

Finishes You’ve Never Seen Before®

®

NARROW GROOVE®

SPECIFICATIONS: TESTING AND APPROVALS:

APPLIES TO THE FOLLOWING COLORS/FINISHES:

PROFILE:

• Almond 
• Ash Gray 
• Bone White 
• Burnished Slate 
• Champagne† 
• Charcoal Gray 
• Classic Green 
• Colonial Red 
• Copper Penny† 
• Dark Bronze 
• Desert Tan 
• Dolphin Gray 
• Dove Gray 
• Gun Metal Gray 

• Mansard Brown 
• Matte Black 
• Medium Bronze 
• Regal Blue 
• Regal Red 
• Regal White 
• Royal Blue 
• Sandstone 
• Silver Metallic† 
• Slate Blue 
• Slate Gray 
• Terra Cotta 
• Zinc Metallic†

† This material is batch sensitive and directional.  
Do not mix batches or coil lots. Premium Colors. Slightly higher price. 

NARROW GROOVE®
NARROW WIDTH METAL FASCIA, 

SOFFIT, AND WALL PANEL

STANDARD PVDF STOCK COLORS

Profile Type:  Narrow Groove® Metal Wall Panel
Board Face Height:   1”
Overall Coverages:       8”, 10”
 Standard Panel Width:  8”, 10” 
 Custom Order Panel Width:  8”- 20” 
Warranty:    40 year limited* 
Available Gauges:   24, 22
Substrate:   AZ 50 (Aka Galvalume®/Zincalume®)
Finishes:   PVDF Resin Based
Fasteners:   Concealed
Stiffening Ribs or Pencil Ribs:  Available Upon Request
Single or Double Vent Strips:  Available Upon Request
Panel Length:   1’ to 45’  max
Installation:   Can be installed over a solid substrate -  
   vertical or horizontal.  

*Limited warranty.  Please review prior to purchase.

Please be advised, Narrow Groove® metal wall panels and T-Groove® metal 
wall panels are not compatible or interchangeable.

8” or 10”



1” Deep Narrow Width Concealed Fastener Wall Cladding System
Available Materials: Aluminum, Copper, Corten/A606-4, Steel
Available Finishes: Bare Steel, Galvalume®/Zincalume®, Galvanized, PVDF, SMP Painted

Tucson: 4975 E. Drexel Rd., Tucson, AZ 85706
� (520) 574-4247    
� tucsonsales@westernstatesmetalroofing.com

Phoenix: 901 W Watkins St., Phoenix, AZ 85007
� (602) 495-0048    
� sales@westernstatesmetalroofing.com

Texas: 15023 County Rd 545, Nevada, TX 75173
� (972) 843-4343    
� texas-sales@westernstatesmetalroofing.com

Colors represented on this profile sheet may not match actual material. All colors should be verified using an actual metal color sample. 4219-22

Finishes You’ve Never Seen Before®

®

NARROW GROOVE®

SPECIFICATIONS: TESTING AND APPROVALS:

APPLIES TO THE FOLLOWING COLORS/FINISHES:

PROFILE:

NARROW GROOVE®
NARROW WIDTH METAL FASCIA, 

SOFFIT, AND WALL PANEL

STANDARD SMP STOCK COLORS

Profile Type:  Narrow Groove® Metal Wall Panel
Board Face Height:   1”
Overall Coverages:          8”, 10” 
 Standard Panel Width:    8”, 10” 
 Custom Order Panel Width:  8”- 20” 
Warranty:    40 year limited* 
Available Gauges:    24
Substrate:   AZ 50 (Aka Galvalume®/Zincalume®)
Finishes:   Cool Tech® - Siliconized Modified Polyester  
Fasteners:  Concealed
Stiffening Ribs or Pencil Ribs:  Available Upon Request
Single or Double Vent Strips:  Available Upon Request
Panel Length:   1’ to 45’  max
Installation:   Can be installed over a solid substrate -  
   vertical or horizontal.  

*Limited warranty.  Please review prior to purchase.

Please be advised, Narrow Groove® metal wall panels and T-Groove® metal 
wall panels are not compatible or interchangeable.

• Antique Rustic 
• Country Red 
• Desert Beige 
• Emerald Green 
• Koko Brown 
• Light Gray 
• Light Stone 
• Polar White 
• Sahara Tan 
• Steel Gray 

8” or 10”


